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Alle tider er i UTC.

 

Luftfartsenheden i Havarikommissionen modtog meddelelse om hændelsen den 25.4.2012 kl. 1305. 

 

Hændelsen blev undersøgt af Estonian Safety Investigation Bureau hvorfra yderligere information kan 

hentes på adressen: 

Harju st. 11 

Tallinn 15072 

Estonia 

www.ojk.ee 

 

Havarikommissionen (HCLJ) har bidraget med teknisk information om luftfartøjstypen i forbindelse 

med den estiske havarikommissions undersøgelse. 

 

Flyvningens forløb 

Hændelsen indtraf under en lokal flyvning fra Pärnu Airport (EEPU). 

Efter landing på bane 03 drejede piloten af mod taxivej C. I drejet mistede piloten kontrollen over flyet 

som drejede ud over taxivejens begrænsning. Flyet ramte et banekantlys og blev tilført skader på næ-

seunderstellet, propellen på forreste motor og andet. 

 

Resultat af undersøgelsen 

Den fulde rapport over hændelsen er offentliggjort på estisk af Estonian Safety Investigation Bureau. 

Den er ikke oversat til engelsk, men Havarikommissionen har fra den estiske havarikommission mod-

taget nedenstående oversættelse af rapportens undersøgelsesresultat. 

 

Findings: 

1. Pilot had all necessary ratings and licenses to perform the flight 

2. Nose wheel shimmy damper was not functioning properly and hydraulic fluid was 

completely drained trough worn O-ring. 

3. In all other aspects the aircraft was airworthy 

4. No deficiencies found in piloting technic 

5. Last Nose wheel service was performed 12.5 flight hours before the incident 

REDEGØRELSE 

HCLJ300-2012-16 Hændelse  

Luftfartøj: Reims Aviation F 337 F Registrering: OY-BYZ 

Motorer: 2 Continental IO-360 Flyvning: Anden erhvervsflyvning, VFR 

Besætning: 1 – ingen tilskadekomst Passagerer: 3 – ingen tilskadekomne 

Sted: Pärnu Airport (EEPU) 

Estland 

Dato og tid 25.4.2012 kl. 1005 UTC 
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6. Stop bar lights on TWY C located in-line with TYW edge lights, ca 0.8 m from the 

TYW edge (shall be at least 3 m according to ICAO Annex 14)  

7. TYW C shoulders surface conform the Annex 14 recommendation (did not provide 

sufficient support during wet season) 

8. TYW C stop bar lights not mentioned in Estonian AIP aerodrome section 

 

Causes: 

1. Shimmy damper failure 

 

Contributing factors: 

1. Inadequate maintenance of the nose wheel failing to reveal the lack of hydraulic fluid in 

shimmy damper 

2. Stop bar lights located to close to the TYW edge and not in line with Annex 14 re-

quirements  

3. TYW shoulders carrying capacity not in line with Annex 14 recommendations 

 

Recommendations: 

1. To the maintenance organization: 

a. To amend the maintenance procedure of the C337 nose gear in the way, that it will en-

sure the positive and direct determination of the hydraulic fluid level in the shimmy 

damper 

 

2. To Tallinn Airport (operator of Pärnu Airport) 

a. Relocate the stop bar lights in accordance with Annex 14 requirements 

b. Consider to improve the TYW shoulders in accordance with Annex 14 recommenda-

tions 

 

3. To Estonian Air navigation Services Ltd  

a. To amend the AIP with actual data about stop bar lights 


